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MONOSTOP VAPOR ELASTIC
DoP BERLING-10/111493/032021
EN 1504-2
Προϊόν προστασίας επιφανειών 
από σκυρόδερμα - επίχρισμα
Ελαστομερής επικάλυψη 
εξωτερικών κάθετων επιφανειών

Διαπερατότητα υδρατμών Class I
Tριχοειδής απορροφητικότητα

2 0,5και υδατοπερατότητα < 0,1 Kg/ m  · h 
Διαπερατότητα σε CΟ   CO  SD>50m2 2

2Πρόσφυση ≥0,8 N/mm
Iκανότητα γεφύρωσης ρωγμών A 4
Αντίδραση στη φωτιά NPD
Επικίνδυνες ουσίες NPD
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MONOSTOP VAPOR ELASTIC
DoP BERLING-10/111493/032021
EN 1504-02
Surface protection system 
for concrete-coating
Elastomeric coating for 
exterior vertical surfaces
Permeability to water vapor Class I

Capillary absorption 
2  0,5

and permeability to water < 0,1 Kg/ m  · h

CO  Permeability CΟ  SD>50m2 2
2Adhesion ≥0,8 N/mm

Crack bridging ability A4

Reaction to fire NPD

Dangerous Substances NPD

MONOSTOP�
VAPOR�ELASTIC

Innovative, excellent quality elastomeric acrylic coating for 
waterproofing old or new exterior surfaces of concrete and 
plaster. Ideal product as a final coating in thermal 
insulation systems.

BERLING innovates once more, by evolving elastomeric acrylic 
coatings, through deployment of  their major know-how of Monostop.

Using innovative methods and utilizing new technologies of resins and 
fillers, Monostop gains breathability and protects the structure of the 
building from carbonation and corrosion.

USAGE OF MONOSTOP VAPOR ELASTIC

In addition to its exceptional strength and elasticity, the created film:

Expels the large amount of trapped rising humidity in form of vapors 
and eliminates the known phenomenon of all elastomeric materials, 
which is the distention of the film with simultaneous water retention 
inside blistering.

Prevents the carbonation of the concrete and the corrosion of the 
reinforcement through low carbon dioxide permeability values.

Protects the wall from external humidity, while maintaining its 
elasticity even at low temperatures, preventing the plaster from 
cracking caused by frost.

Offers top resistance to the creation of stains and lines from rain even 
in an environment of increased humidity.

Stops the migration of salts from the internal to the external surface of 
the masonry.



Product characteristics
High water vapor permeability and low
water absorption EN 7783, EN 1062).

High resistance to the appearance of lines
and stains (snail trail) after rain
or in a high humidity environment.                                                                                     

Resistance to the appearance of salts (efflorescence).

Low CO  permeability - concrete protection2

from  carbonation.

Excellent adhesion & elasticity

High resistance to frost, humidity 
and weather changes

Great coverage.
High efficiency and whiteness(for white).
Cool paint properties ( for white)

Ease of application
Chalk resistance (ASTM D4214-98)

Resistance to UV radiation (ISO 11507)

High resistance to alkalis
(ASTM D 1308-02, ASTM 714-02)

Prevents the growth of mold
in paint film

high perspiration values

elasticity and strength
in wet weather conditions.

Forms an elastic
and waterproof membrane 
which covers all
capillary cracks,
while maintaining 
its elasticity 
at low temperatures

Resistance to UV radiation

It protects the wall from external 
humidity while at the same time it 
allows the wall to breathe and to 
eliminate the humidity trapped inside!

Performance
28-11m  / lt,

depending on
absorbency
and the type 
of the surface

Can be tinted in 
countless 
combinations 
via Berling's 
Colour Studio 
system…
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